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Jei senesn# sistemos versij# naujovinoteiki Sios openSUSE laidos, ankstesni# |aidosinformacij#ieSkokite
#ia: http://en.opensuse.org/openSUSE:Release Notes

Laidos pastabos apr#pia Sias sritis:

« Skyrius 1, ,#vairenyb#s': Sie #raSai #terpti automatiskai i$ pageidaujam# savybi# tvarkymo sistemos
~OPenFATE" (http://features.opensuse.org).

N#rainformacijos

» Skyrius 2, ,,Diegimas": skaitykite, jei ketinate diegti nuo nulio.
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Skyrius 3, ,,Bendra’: informacija, kuri# vis tur#t# perskaityti.

Skyrius 4, , Sistemos naujovinimas': klausimai, susij# su ankstesn#s versijos naujovinimu iki Sios ope-
nSUSE versijos.

Skyrius 5, ,, Technin#s detal#s": Sioje dalyje techniniai pakeitimai ir patobulinimai, skirti patyrusiam
naudotojui.

1. #vairenyb#s

N#rainformacijos

2. Diegimas

2.1. ISsami informacija apie diegim#

| Ssamesni#s informacijos apie diegim# ieskokite Skyrius 3.1, ,,openSUSE dokumentacija’.

3. Bendra
3.1. openSUSE dokumentacija

Pradziamokslyje rasite diegimo instrukcijas, KDE ir GNOME darbalauki# bel LibreOffice rastin#s prog-
ram# rinkinio trumpus apraSymus. Taip pat palie#iamos svarbiausi os administravimo temos, pvz., iSsklei-
dimas ir programin#s #rangos tvarkymas, #vadas # bash apvalkal#.

#dieg#t opensuse- manual s_$LANG dokumentacij# rasite / usr / shar e/ doc/ manual / open-
suse-startup_$LANG Ji prieinamair saityne adresu http://doc.opensuse.org.

3.2. Atsisakyta kai kuri# YaST moduli#

Kai kurie YaST moduliai paseno ir pastaruoju metu b#davo retai naudojami:

AUTOFS (yast 2- aut of s)

DBUS Kkl ei ntas (yast2-dbus-client)

D egi mas # katal og# (yast2-dirinstall)

Pi rSt# ant spaud# skai tytuvo konfi g#ravi mas (yast2-fingerprint-reader)
I r DA konfi g#ravi mas (yast2-fingerprint-reader)

Pel #s konfi g#ravi mas (yast 2-nouse)

Tel ef oni j os pasl augos (yast 2- phone-servi ces)

Energi j os val dynmas (yast 2- power - managenent)

Profili# tvarkytuv# (yast2-profile-nmanager)

SSHD (yast 2- sshd)
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e TV konfig#ravi mas (yast2-tv)

Pagrindin# moduli# atsisakymo prieZastis — paj#g# trukumas juos priZi#rint bei susitelkimas # dazniau
naudojamus modulius.

3.3. UEFI—Unifikuota iSple#iama programin#s aparati-
n#s #rangos s#saja

PrieS diegdami openSUSE # sistem#, kuriai paleisti reikalinga UEFI (angl. ,, Unified Extensible Firmware
Interface"), patikrinkite, ar j#s# aparati n#s #rangos gamintojas nepatei k# programin#s aparati n#s #rangos
(angl. ,firmware") atnaujinim#; jei pateikia—juos pirmiausiai #diekite. Jei J#s# kompiuteryje jau #diegta
Windows 8 sistema, grei#fiausiai j#s# sistemos paleidimui reikia UEFI.

Pla#iau: UEFI programin#je aparatin#je#rangoje (,, firmware") kai kuriaisatvejaisgali b#ti klaid#, kurios
gali sutrikdyti sistem#, bet tik tada, jei # UEFI atmint# #raSoma per daug duoment#. Niekas nezino, kiek
b#t# jau per daug. Nor#damakaip galima sumazinti rizik#, openSUSE #raSo tik tiek, kiek reikiaoperacinei
sistemai paleisti. Minimumas reiskiatai, kad UEFI programin# #ranga suzino apie openSUSE pal eidykl#s
viet#. Standartiniame (ne openSUSE) Linux branduolyjei§ungtatiek savyb# naudoti UEFI atmint# palei-
dimo informacijos laikymui, tiek |#zi# informacijos laikymui (pst or e). Vis d#l to, jei yra atnaujinim#,
patariama atnaujinti programin# aparatin# #rang# (, firmware").

3.4. UEFI, GPT ir MS-DOS skaidiniai

Su EFI/UEFI specifikacija ateina naujas skaidini# tvarkymo stilius: GPT (GUID Partition Table). Sioje
nauj oje schemoje #renginiams ir skaidini# tipams identifikuoti naudojami bendrigji unikal#sidentifikato-
riai (128 bit# reilkSm#s rodomos 32 SeSioliktainiais skaitmenimis).

Be to, UEFI specifikacija be kita ko leidZia senuosius MBR (MS-DOS) skaidinius. Linux paleidykl#s
(ELILO ar GRUBZ2) &iems seniems skaidiniams bando automatiskai sukurti GUID ir #juos#raSyti progra-
min# aparatin# #rang# (angl. firmware). Toks GUID gali daZnai keistis, tad gali b#ti daZnai perraSin#jama
programin# aparatin# #ranga. PerraSymé# sudaro du Zingsniai: senojo #raSo pasalinimas ir naujojo #raso
suk#rimas, kuris pakei#ia sen#j#.

Siuolaikin# programint aparatin# #ranga stengiasi surinkti , Siukdes* —idtrintus #radusir idaisvinasenie-
siems #raSams skirt# viet#. Problem# kyla, kai klaidinga programin# #ranga nesurenka Siuk3li# ir nei§-
laisvina t# #ras#; d#l to sistema gali nebepasileisti.

Sprendimas paprastas: nesklandum# visiskai iSvengsite sen#j# MBR skaidin# konvertav# # nauj#j# GPT.

3.5. Paleidimas, kai #galinta saugaus paleidimo veiksena

Tal lietiatik kompiuterius su UEFI veiksena, kuriuose #jungtas saugus sistemos pal el dimas (secure boot).

Thenew version of the shim loader allows more machinesto boot with Secure Boot enabled than with ope-
nNSUSE 12.3. Nevertheless, in case of trouble, first update the BIOS of your machine to the latest version.
If the BIOS update does not help, report the model of your machine it the wiki (http://en.opensuse.org/
openSUSE:UEFI). Then we can track it for the next release.

3.6. Adobe Reader (acroread) ir kitos PDF skaitytuv#s

Adobe nebepateikia (saugumo) atnaujinim# savo ,, Adobe Reader* (acr or ead) programai. Tod# ac-
r or ead paketas paSalintas iS openSUSE platinamojo paketo, kad naudotojai b#t# saugesni.
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openSUSE si#lo rinktis #vairias PDF perZi#ros programas, pvz.: Okular, Evince, poppler-tools. Sie #ran-
kiai aktyviai prizi#rimi ir sulaukia saugumo atnaujinim# tiek iS openSUSE, tiek IS pati# program# k#r#j#.

Daugiau informacijos rasite http://en.opensuse.org/Adobe_Reader.

4. Sistemos naujovinimas
4.1. Atnaujinant su Zypper (dup), reikia iSvalyti /etc/fstab

Atnaujinant su zypper dup (YaST Si# komand# #vykdo automatiSkai), naudotojas tur#t# pasalinti tokius
[ etc/ fstab #radus:

t npfs / dev/ shm
devpts /dev/pts
sysfs / sys sysfs
proc / proc proc

Tal ypatt svarbu GNOME naudotojams, nes antraip Gnome terminalas neveiks ir praneS apie klaid#:
,grantpt failed: Qperation not pernitted“.Siasprijungimo vietastvarko systemd, tad
J# netur#t# b#ti / et ¢/ f st ab rinkmenoje.

4.2. PaSalintas SYSLOG_DAEMON kintamasis

SYSLOG_DAEMON kintamasis paSalintas. Anks#iau Sis kintamasis naudotas sistemos Zurnal o tarnybai
pasirinkti. Nuo openSUSE 12.3 laidos vienu metu bus galima #diegti tik vien# sistemos Zurnal o tarnyb#.

Daugiau informacijos rasite syslog(8).

4.3. Besidubliuojan#ios tinklo s#sajos

Dabartin# systemd versija kitokiu b#du priskiria pavadinimus tinklo s#sajoms. Atitinkamai atsirado po-
ky#i# YaST centre.

Some reportsindicate abug in YaST when conversion from one naming scheme to another takes place. If
the same network interface has two different names, you have been hit by thisbug. In this case remove the
different network interfacesin/ et ¢/ sysconfi g/ net wor k and use YaST to configure the network
anew.

Daugiau informacijos apie tinklo st#saj# vard# parinkim# rasite http://www.freedesktop.org/wiki/Softwa-
re/systemd/Predi ctabl eNetworklnterfaceNames/.

5. Technin#s detal#s

5.1. RuoSiama grafika su KMS (Branduolio Veiksenos
Parinktis)

Nuo openSUSE 11.3 pereitaprie KM S (branduolio veiksenos parinktis) Intel, ATl ir NVIDIA vaido ploks-
t#ms kaip numatyt#ja parinktimi. Jei kils nesklandum# naudojant KM S tvarkykli# palaikym# (intel, ra-
deon, nouveau), uzdrauskite KMS prid#dami nonodeset prie branduolio #krovos komandin#s eilu-
t#s. Nor#dami, kad parinkties pakeitimas b#t# ilgalaikis ir veikt# su numatyt#ja Grub 2 paleidykle, pa
rinkt# priraSykitetiesGRUB_CIVDLI NE_LI NUX_DEFAULT branduolio #k#imo parinktimis/ et c/ de-
faul t/ gr ub tekstin#je rinkmenoje root naudotojo teis#mis ir #vykdykite komand# terminale
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sudo /usr/sbin/grub2-nmkconfig --output=/boot/grub2/grub.cfg

Arba, jeil naudojate sen#j# Grub, parinkt# priraSykite prie branduolio #krovos komandin#s eil ut#s rinkme-
noje/ boot / grub/ nmenu. | st (irgi administratoriausteis#mis). Tokiaparinktis uztikrins, kad atitinka-
mas branduolio modulis (intel, radeon, nouveau) bus paleistas su parametru nodeset =0 tiesi ni t rd,
t. y. KM S bus uzdraustas.

Retais atvejais #keliant DRM modul# iS i nitrd gali kilti nesklandum#, nesusijusi# su KMS,
tad galima visiskai uzdrausti DRM modulio #k#im# iSinitrd. Ta galite padaryti nurodydami
NO_KM5 | N_I NI TRDsysconfig kintamojo reikSm#yes per YaST, kurispotoiSnaujo sukursi ni t r d.
Perkraukite kompiuter#.

Intel be KMS plok&t#se Xserver gali naudoti f bdev tvarkykl# (tik i nt el tvarkykl# palaiko KMS).
Ta#tiau taip pat yrair ,intellegacy” tvarkykl# (xor g- x11- dri ver - vi deo-i nt el - | egacy pakete)
senoms Intel vaizdo plok&t#ms, kuri vis dar palaiko UMS (naudotojo veiksenos parinkt#). Nor#dami j#
naudoti, / et ¢/ X11/ xor g. conf . d/ 50- devi ce. conf rinkmenoje tus#i# tvarkykl#s (angl. driver)
#ras# pakeiskite#i nt el | egacy.

ATI plokst#ms Siuolaikiniuose kompiuteriuose tiks r adeonhd. NVIDIA be KMS plokst#se tur#t# biti
naudojamanv tvarkykl# (tik nouveau tvarkykl# palaiko KMS). Atminkite, jei branduolio #k#limo pa-
rinktyse nurodysite nonodeset , sistemose su naujes#mis ATI ir NVIDIA vaizdo plokst#mis bus nau-
dojamaf bdev tvarkykl#.

5.2. Garbage on the Screen During Installation with the
Nouveau Driver

On some systems with NVIDIA cards, the installer may show garbage on the top part of the screen dueto
problems with the default nouveau driver. If you are affected by this problem, you can disable the nouveau
kernel module to run the installer and then enable it again once the system isinstalled or upgraded.

To disable the kernel module, once you boot from the installation media, select the 'Installation’ entry in
grub and press '€’ to edit the parameters. Then go to the line starting with 'linux' (or 'linuxefi') and add
br okennodul es=nouveau at the end. Now press F10 to continue booting with the new parameter.
After thesystemisinstalled, you can re-enable the nouveau module by editing/ et ¢/ nodpr obe. d/ 50-
bl ackl i st. conf and removing the entry that blacklists nouveau.

5.3. Samba 4.1

Sambaversion 4.1 shipped with openSUSE 13.1 does not include support to operate asan Active Directory
style domain controller. This functionality is currently disabled, as it lacks integration with system-wide
MIT Kerberos.

5.4. Postfix konfig#ravimas

Nuo openSUSE 12.3 SuSEconfi g. post fi x pervadinta # / usr/ sbi n/ confi g. postfi x. Je
sysconfig kintamuosiusnurod#te/ et ¢/ sysconfi g/ post fi x arba/ et ¢/ sysconfi g/ mai | rink-
menoje, privalote root teis#mis rankiniu b#du #vykdyti / usr / sbi n/ confi g. postfi x.

5.5. xinetd: raSymas # sistemos zurnal#

The new default for xinetd changes the default target for logging from/ var / | og/ xi net d. | og tothe
system log. This means all messages from xinetd will appear in a system log as a facility daemon and
log level info.
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If you want to switch back the the old way, find a proper snippetin/ et ¢/ xi net d. conf . Thetempla
te for the logrotate script for xi net d. | og can befoundin/ usr/ shar e/ doc/ packages/ xi ne-
td/ | ogrotate.

5.6. Apache 2.4

Apache 2.4 features various changesin the configuration files. For moreinformation about upgrading from
aprevious version, see http://httpd.apache.org/docs/2.4/upgrading.html.

5.7.tomcat: raSymas # sistemos zurnal#

The tomcat startup scripts doe no longer write the output to / var /| og/ t ontat/ cat al i na. out .
All messages are now redirected to the systemlog viat ontat . servi ce (t ontat -j svc. servi ce)
and log level info.

5.8. Darktable: Refreshing Cache Files Needed

If upgrading from a previous release to openSUSE 13.1 old cache files may no longer work. In this case
removing ~/ . cache/ dar kt abl e/ m pnaps isnecessary.

5.9. Locate: Replacing findutils-locate by mlocate

The mlocatetool isthe replacement for findutils-locate. In the default configuration mlocate behave the
same as findutils-locate. Because of an improved permission handling, it could take up to 24 hours, until
the database file will become available to regular users.

In case you encounter a"Permission denied" message shortly after installing mlocate, run

/etcl/cron.daily/ mocate.cron

as root once.

5.10. KDE ir Bluetooth

The Bluetooth stack is provided by Bluez 5 (amgjor, backwards-incompathile version), anecessary upgra
de for GNOME desktop and some other components of the base system. Unfortunately, the KDE works-
pace only supports Bluez version 4 in its currently-rel eased versions.

Therefore, the openSUSE KDE community team offers an unofficial Bluedevil package providing at least
basic functionality such as device pairing or support for bluetooth mice; Some other features are known
not to work jet, like file transfer.

For the moment, bugs should not befiled against Bluetooth support in KDE asthe Bluez 5 port of Bluedevil
isstill ongoing.

5.11. AppArmor ir leidim# nustatymai

AppArmor is enabled by default. This means more security, but might prevent services from working,
if you run them in unexpected ways. If you encounter strange permission problems, try to switch the
AppArmor profile for the affected service to complain mode with:

aa- conpl ai n /usr/bin/ $your_service
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Complain mode means: alow everything, and log things that the profile would not allow.

Even if it helpsreport it asabug! We want to fix AppArmor profiles to cover also corner cases.

5.12. Skype

Naudojant PulseAudio 4.0 kyla b#d# su dabartine Skype versija, kuri skirta Linux sistemai (v4.2). Kol
nebus atnaujinta Skype programa, program# paleiskite komandin#je eilut#je:

PULSE_LATENCY_MSEC=60 skype
Daugiau informacijos apie §# rikt# http://arunraghavan.net/2013/08/pul seaudio-4-0-and-skype/.

5.13. AutoYaST

If the autoyast profile contains entries in an <add- on> section there is a bug triggered that prevents
information in the profile from being transferred from the first stage into the second stage. Therefore, in
this case all second stage configuration steps are skipped, which normally leads to more or less compl etely

unusable installations.

As a temporary workaround, avoid using <add- on> sections in profiles with AutoYaST in ope-
nSUSE 13.1.
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