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Amennyiben egy régebbi verziordl frissit erre az openSUSE kiadasra, akkor olvassa €l a korébbi kiadés
megjegyzéseket: http://en.opensuse.org/openSUSE:Release_Notes

Jelen Kiadasi megjegyzés a kovetkez# témakoroket érinti:

1. szakasz - Egyéh: Ezek abegjegyzések automatikusan keriiltek beaz openFATE-r#, amely egy funkcio-
és kovetelménykezel# rendszer (http://features.opensuse.org).

N/A
* 2. szakasz - Telepités: Uj telepitéssel kapcsolatos fontos informéciok.
* 3. szakasz - Altaldnos: mindenki szdméara fontos informécio.

» 4. szakasz - Rendszerfrissités: a kordbbi openSUSE verzidrdl tortén# rendszerfrissitéssel kapcsolatos
problémék.
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e 5. szakasz - Technikai: Ebben a részben a tapasztalt felhasznalokat érint# m#fszaki valtozasokrol és
frissitésekritl esik sz6.

1. Egyéb

N/A

2. Telepites

2.1. Részletes telepitési informacio

Részl etes tel epitési informéci Gért tekintse meg a 3.1. szakasz - openSUSE dokumentéci6 fejezetet.

3. Altalanos
3.1. openSUSE dokumentéacio

A Sart-Up kézikonyvben telepitési atmutatét, a KDE és a GNOME asztali kornyezettel valamint a
LibreOfficeirodai programcsomaggal kapcsolatos leirdsok taldhatok. Ugyanakkor érint néhény alapvet#
adminisztraciés terlletet is, mint aterités és a szoftverkezel és, valamint foglalkozik a bash alapjaival is.

Find the documentation in /usr/share/ doc/ manual / opensuse- nanual s_$LANG after
installing the package opensuse- st ar t up_$LANG, or online on http://doc.opensuse.org.

3.2. Dropped YaST Modules

The following YaST modules were obsolete and rarely used these days:
» yast 2-autofs

e yast 2-dbus-client

e yast2-dirinstall

» yast 2-fingerprint-reader
e yast2-irda

e yast 2- nouse

e yast 2- phone-servi ces

» yast 2- power - managenent

» yast 2-profil e- manager

e yast 2-sshd

e yast2-tv

The main reason for dropping was to decrease the maintenance effort and better focus on other more used
modules.
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3.3. UEFI—Unified Extensible Firmware Interface

Prior to installing openSUSE on a system that boots using UEFI (Unified Extensible Firmware Interface)
you are urgently advised to check for any firmware updates the hardware vendor recommends and, if
available, to install such an update. A pre-installed Windows 8 is a strong indication that your system
boots using UEFI.

Hattér: Néhany UEFI firmware-ben egy olyan hibataldhatd, amely ténkreteszi, amennyiben tdl sok adat
kertl kiirasraaz UEFI tarteril etre. Azonban senki sem tudjabiztosan, hogy pontosan mennyi az a"tdl sok".
Az openSUSE igyekszik minimalizalni a kockézatot azzal, hogy csak a rendszer inditasdhoz feltétlendl
szilkséges informéci6t irja ki az UEFI tarol6terliletre. Ez azt jelenti, hogy ez arra szoritkozik, hogy az
UEFI firmware tudja, mogy merre tald hat6 az openSUSE rendszertolt#. Az olyan Linux Kernel funkciok,
amelyek arra haszndljak az UEFI tarol6tertletet, hogy betdltéssel és az dsszeomlasokkal kapcsolatos
informécidkat (pst or e) taroljanak, alapértelmezésként ki vannak kapcsolva. Azonban mindenképpen
javasolt a hardvergyarté dltal kiadott firmware telepitése.

3.4. UEFI, GPT, and MS-DOS Partitions

Together with the EFI/UEFI specification anew style of partitioning arrived: GPT (GUID Partition Table).
This new schema uses globally unique identifiers (128-bit values displayed in 32 hexadecimal digits) to
identify devices and partition types.

Additionally, the UEFI specification also allows legacy MBR (MS-DOS) partitions. The Linux boot
loaders (ELILO or GRUBZ2) try to generate automatically a GUID for those legacy partitions, and write
them to the firmware. Such a GUID can change frequently, causing a rewrite in the firmware. A rewrite
consist of two different operation: removing the old entry and creating a new entry that replaces the first
one.

Modern firmware has a garbage collector that collects deleted entries and frees the memory reserved for
old entries. A problem arises when faulty firmware does not collect and free those entries; this may end
up with anon-bootable system.

The workaround is smple: convert the legacy MBR partition to the new GPT to avoid this problem
completely.

3.5. Booting When in Secure Boot Mode

Ez olyan gépeken fordul el#, amely UEFI médot hasznal és a biztonsagos méd engedélyezve van.

The new version of the shim loader alows more machines to boot with Secure Boot enabled than
with openSUSE 12.3. Nevertheless, in case of trouble, first update the BIOS of your machine to the
latest version. If the BIOS update does not help, report the model of your machine it the wiki (http:/
en.opensuse.org/openSUSE:UEFI). Then we can track it for the next release.

3.6. Adobe Reader (acroread) and Other PDF Readers

Adobe no longer provides (security) updates for Adobe Reader (acr or ead). Thereforetheacr or ead
package was dropped from the distribution to protect openSUSE users.

openSUSE includes various PDF viewing tools like Okular, Evince, and poppler-tools. These tools are
actively maintained and get security fixes from openSUSE and their upstream authors.

For more information, see http://en.opensuse.org/Adobe Reader.
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4. Rendszerfrissités

4.1. Upgrading with Zypper (dup) Requires /etc/fstab
Cleanup

When upgrading with zypper dup (YaST upgrade handles it automatically) users should remove the
following/ et c/ f st ab entriesif present:

t npf s / dev/ shm
devpts /dev/pts
sysfs / sys sysfs
proc / proc proc

This is especially important for Ghome users, otherwise the Gnome terminal will fail with "gr ant pt
failed: Qperation not perm tted". These mount pointsare managed by systemd and should
no longer be presentin/ et ¢/ f st ab.

4.2. A SYSLOG_DAEMON valtozo eltavolitasra kerilt

A SYSLOG DAEMON véltozd eltavolitasra kertilt. Kordbban ennek segitségével a syslog démon
kivdlasztéséra szolgdlt. Az openSUSE 12.3 utdn azonban egyszerre csak egy syslog implementécio
telepithet# a rendszerre és ez automatikusan kivalasztasra kerdl.

Tovébbi részletek a syslog(8) manoldalon talalhatok.

4.3. Duplicated Network Interfaces

The current version of systemd uses a new convention for assigning predictable names to network
interfaces. YaST is changed accordingly.

Some reportsindicate abug in YaST when conversion from one naming scheme to another takes place. If
the same network interface has two different names, you have been hit by thisbug. In this case remove the
different network interfacesin / et ¢/ sysconf i g/ net wor k and use YaST to configure the network
anew.

For more information about predictable network interface names, see http://www.freedesktop.org/wiki/
Software/systemd/PredictableNetworkInterfaceNames/.

5. Technikali

5.1. Grafikus megjelenés el#készitéese KMS (Kernel Mode
Setting) hasznalataval

Az openSUSE 11.3 megjelenésével, aKMS (Kernel Mode Setting) lett az al apértelmezett az Intel, ATI és
NVIDIA grafikus kértyak szaméra. Amennyiben valamilyen probléma meril fel a KMS illeszt#program
tamogatasaval kapcsolatban (intel, radeon, nouveau), akkor tiltsaleanonodeset kernelbetdlt# parancs
segitségével. Ennek tartés bedllitdséhoz adja hozza a kernelparamétert a / boot / gr ub/ menu. | st

fglhoz. A bedllitas segitségével az adott kernelmodul (intel, radeon, nouveau) anodeset =0 bedl litéssal
tolt#dik beaz i ni t r d-be, pl. igy aKMS letiltésra kerdl.

sudo /usr/sbin/grub2-nmkconfig --output=/boot/grub2/grub.cfg
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Az openSUSE 11.3 megjelenésével, aKMS (Kernel Mode Setting) lett az al apértelmezett az Intel, ATI és
NVIDIA grafikus kartyak szamara. Amennyiben valamilyen probléma meril fel a KMS illeszt#program
tamogatasaval kapcsolatban (intel, radeon, nouveau), akkor tiltsaleanonbdeset kernelbetdlt# parancs
segitségével. Ennek tartés bedllitasdhoz adja hozza a kernelparamétert a / boot / gr ub/ nmenu. | st

fglhoz. A bedllités segitségével az adott kernelmodul (intel, radeon, nouveau) anodeset =0 bedllitassal
tolt#dik beaz i ni t r d-be, pl. igy aKMS letiltasrakerdl.

Azokban a ritka esetekben, amikor a DRM-modul az i ni t rd fglbdl tolt#dik be, az egy dtaanos
probléma és nincsen kdze a KM S-hez. Lehet#tség van arrais, hogy i ni t r d f§lbdl valé betdltés teljes
mértékben letiltasra kertljon. Ehhez a YaST-ban meg kell adni a NO KM5 | N | NI TRD sysconfig
valtozéhoz ayes értéket, amely ezt kbvet#en Gjralétrehozzaaz i ni t r d-t. Inditsa Ujra a gépet.

Intel gépeken KMS nélkill az Xserver visszadll f bdev illeszt#programra (az i nt el illeszt#program
csak a KMS-t tamogatja). Alternativaként, a régebbi Intel videdkartydkhoz |étezik egy "intellegacy”
illeszt#program (xor g- x11-dri ver - vi deo- i nt el - | egacy csomag), amely tamogatjaaz UM S-t
(User Mode Setting). Ennek hasznalatéhoz a/ et ¢/ X11/ xor g. conf . d/ 50- devi ce. conf f§jlban
maodositani kell az illeszt#program bejegyzést i nt el | egacy értékre.

Az ATI-nd a mostani GPU-k visszadllnak a r adeonhd haszndlatdra. Az NVIDIA KMS nélkili
hasznalatakor az nv illeszt#program kerlll felhaszndlésra (a nouveau illeszt#program csak a KMS-t
tamogatja). Az Gjabb ATI és NVIDIA grafikuskartydk f bdev haszndlatara allnak vissza, amennyiben a
nonodeset kernelparaméter van megadva.

5.2. Garbage on the Screen During Installation with the
Nouveau Driver

On some systems with NVIDIA cards, the installer may show garbage on the top part of the screen dueto
problemswith the default nouveau driver. If you are affected by this problem, you can disable the nouveau
kernel module to run the installer and then enable it again once the system isinstalled or upgraded.

To disable the kernel module, once you boot from the installation media, select the 'Installation’ entry in
grub and press '€’ to edit the parameters. Then go to the line starting with ‘linux' (or 'linuxefi') and add
br okennodul es=nouveau at the end. Now press F10 to continue booting with the new parameter.
After thesystemisinstalled, you can re-enable the nouveau module by editing/ et ¢/ nodpr obe. d/ 50-
bl ackl i st. conf and removing the entry that blacklists nouveau.

5.3. Samba Version 4.1

Sambaversion 4.1 shipped with openSUSE 13.1 does not include support to operate asan Active Directory
style domain controller. This functionality is currently disabled, as it lacks integration with system-wide
MIT Kerberos.

5.4. Postfix beallitasa

With openSUSE 12.3, SuSEconfi g. post fi x wasrenamedas/ usr/ sbi n/ confi g. post fi x.If
you set sysconfig variablesin/ et ¢/ sysconfi g/ postfi xor/ et c/sysconfi g/ mail,youmust
manually run/ usr/ sbi n/ confi g. post fi x asroot.

5.5. xinetd: Logging to the System Log

The new default for xinetd changes the default target for logging from/ var / | og/ xi net d. | og tothe
system log. This means all messages from xinetd will appear in a system log as a facility daemon and
log level info.
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If you want to switch back the the old way, find aproper snippetin/ et ¢/ xi net d. conf . Thetemplate
for the logrotate script for xi net d. | og canbefoundin/ usr/ shar e/ doc/ packages/ xi net d/
| ogrot ate.

5.6. Apache Version 2.4

Apache 2.4 features various changesin the configuration files. For moreinformation about upgrading from
aprevious version, see http://httpd.apache.org/docs/2.4/upgrading.html.

5.7.tomcat: Logging to the System Log

The tomcat startup scripts doe no longer write the output to / var /| og/ t ontat/ cat al i na. out .
All messages are now redirected to the systemlog viat ontat . servi ce (t ontat -j svc. servi ce)
and log level info.

5.8. Darktable: Refreshing Cache Files Needed

If upgrading from a previous release to openSUSE 13.1 old cache files may no longer work. In this case
removing ~/ . cache/ dar kt abl e/ m pnaps isnecessary.

5.9. Locate: Replacing findutils-locate by mlocate

The mlocatetool isthe replacement for findutils-locate. In the default configuration mlocate behave the
same as findutils-locate. Because of an improved permission handling, it could take up to 24 hours, until
the database file will become available to regular users.

In case you encounter a"Permission denied" message shortly after installing mlocate, run

/etcl/cron.daily/ mocate.cron

as root once.

5.10. KDE and Bluetooth

The Bluetooth stack is provided by Bluez 5 (a magor, backwards-incompathile version), a necessary
upgrade for GNOME desktop and some other components of the base system. Unfortunately, the KDE
workspace only supports Bluez version 4 in its currently-released versions.

Therefore, the openSUSE KDE community team offers an unofficial Bluedevil package providing at least
basic functionality such as device pairing or support for bluetooth mice; Some other features are known
not to work jet, like file transfer.

For the moment, bugs should not befiled against Bluetooth support in KDE asthe Bluez 5 port of Bluedevil
isstill ongoing.

5.11. AppArmor and Permission Settings

AppArmor is enabled by default. This means more security, but might prevent services from working,
if you run them in unexpected ways. If you encounter strange permission problems, try to switch the
AppArmor profile for the affected service to complain mode with:

aa- conpl ai n /usr/bin/ $your_service
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Complain mode means: alow everything, and log things that the profile would not allow.

Even if it helpsreport it asabug! We want to fix AppArmor profiles to cover also corner cases.

5.12. Skype

PulseAudio 4.0 exposes a bug in the current version of Skype for Linux (v4.2). Until Skypeisfixed and
updated, run skype from the command line:

PULSE_LATENCY_MSEC=60 skype

For more information about this bug, see http://arunraghavan.net/2013/08/pul seaudio-4-0-and-skype/.

5.13. AutoYaST

If the autoyast profile contains entries in an <add- on> section there is a bug triggered that prevents
information in the profile from being transferred from the first stage into the second stage. Therefore, in
this case all second stage configuration steps are skipped, which normally leads to more or less compl etely
unusable installations.

As a temporary workaround, avoid using <add- on> sections in profiles with AutoYaST in
openSUSE 13.1.
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